MINITRIM X86 DIRECTIONAL

MINITRIM X86 DIRECTIONAL Round recessed downlighter
with no separate ceiling trim, a choice of deep reflector and
beam distribution. 0-25° tilt, 340° rotation.

Overall diameter 86mm, cut out 81.5mm. Xicato LED.
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Intensity values in cds per  40° Beam diameter to 50%
1,000 lumens. of E max
Product Number Dé6144/*Engine Please Note: For lumen output/power, colour temperature and
Larnp Type Xicato LED, Up to 2000 lumens protocols and appropriate Light Engine should also be specified.
Reflector White *Light Engine Specification
Beam Angle 40° Xicato XTM 50,000 hours >Ra80
Construction Aluminium / Steel O/A___ 720Im 45W 160 Im/Aw - 350mA
P P20 09A ___ 965Im 6.6W [46 Im/w  500mA
I3A___ 1300Im 95W [37 Im/w  700mA
Control Driver
[4A ___ 1490 Im [0.6W 141 Im/w  500mA
20A _ __ 2000 Im [52W 131 Im/w  700mA
2700K 2
3000K 3 No Emergency
3500K 4 E Maintained Emergency
4000K 5
0 Fixed Output
[ 1-10V
3 DSl
5 DAU
7 Lead/Trailing
9 Addressable

EN 60598- | ] ;
QM QM
WEE/AE0290TY / Sv / Sv
C€ hid @ 1S0 9001 1SO 14001
—-— REGISTERED FIRM REGISTERED FIRM

DESIGNED ARCHITECTURAL LIGHTING CO LTD, 6 CONQUEROR COURT, SPILSBY ROAD, ESSEX RM3 8SB
TELEPHONE: +44 (0) 1708 381 999  FAX:+44 (0) 1708 381 585  E-MAIL: sales@dal-uk.com 2017



